
 
 

 
 
 
 
 
 
 
 
 

 
CPS C-Band 1x2 Dual Coupler 
(front view) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

CPS C-Band 1x2 Dual Coupler Modules 
 

CPS-D-5050-C 
(front view) 

 

Sealight’s dual C-Band couplers are high 

performance passives that are housed in the 
Compass chassis. The couplers are available with 

SC/APC or LC/APC connectors. 

 
Specifications 

 

 1x2 DUAL COUPLER 

OPERATING WAVELENGTH 1550 ± 40nm 

DIRECTIVITY ≥ 55 dB 

RETURN LOSS ≥ 55 dB 

INPUT POWER HANDLING 500mW Max. 

FIBER TYPE SMF-28 

PIGTAIL LENGTH 1 m 

EXCESS LOSS 0.1 dB 

POLARIZATION SENSITIVITY 0.1 dB 

INSERTION LOSS(1)
 50/50 3.3 dB 

55/45 2.8 dB/3.7 dB 

60/40 2.5 dB/4.4 dB 

65/35 2.1 dB/4.8 dB 

70/30 1.8 dB/5.6 dB 

75/25 1.5 dB/6.4 dB 

80/20 1.2 dB/7.7 dB 

85/15 0.9 dB/8.7 dB 

90/10 0.6 dB/10.8 dB 

95/5 0.35 dB/13.8 dB 

ENVIRONMENTAL 

OPERATING TEMPERATURE -20ºC to +75ºC (-4ºF to +167ºF) 

STORAGE TEMPERATURE -40ºC to +85ºC (-40ºF to +185ºF) 

HUMIDITY OPERATING 5-85% Non-condensing 

STORAGE 5-95% Non-condensing 

PHYSICAL 

DIMENSIONS 1.61”H x 3.52”W x 7.3”D 
(4.09H x 8.94W x 18.54D cm) 

WEIGHT 0.5 lbs (0.2 kg) 

NOTE: 
(1) Loss does not include connector. 

 

Applications 

• HFC distribution networks 

• Long haul super-trunking 

 
Features 

• Housed in Sealight’s Compass chassis 

• Low insertion loss 

• Operation over C-Band 

• SC/APC and LC/APC connector options 
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Ordering Information 
 

CPS-D - 
Split - Connectors 
xxyy   z 

  
5050 C = SC/APC 900 Micron Jacketed Cable 

5545 L = LC/APC 900 Micron Jacketed Cable 
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